
RESPONSE TO THE DEMANDS OF MODERN LABORATORY

OVENS & INCUBATORS

INCUBATORS
from 5 to 240 lt

OVENS
from 5 to 720 lt
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Natural convection drying ovens with notable thermal

stability. Specially indicated for laboratories and

pharmacies that need to sterilize small equipment. Internal

chamber in alluminium for a better heat diffusion. Frontal

panel with bimetallic fluid expansion probe thermo

regulator, mechanical timer from 0 to120min. + infinite.
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STZ Models
Capacity lt 5,4 18,0 28,0

Temperature + 5 amb. °C +150 +150 +150

Precision 70°C ±3,0 ±3,0 ±3,0

Heating power W 360 600 600

Internal dimension LxWxH mm 190x150x190 300x300x200 400x250x300

Number racks included n° 2 2 2

Maximum number racks n° 4 5 5

External dimension LxWxH mm 380x240x300 500x390x320 620x360x440

Power V/Hz 230-50/60 230-50/60 230-50/60

Weight Kg 10 15 26,5

Item 720.2070.04 720.2070.06 720.2070.08

Mini drying ovens
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Transparent Plexiglass for easy chamber inspection door.

Natural air circulation. Microprocessor temperature

control PID with PT100 probe.

ICT Models
Capacity lt 5,4 18,0 28,0

Temperature + 5 amb. °C +80 +80 +80

Precision 37°C ±0,5 ±0,5 ±0,5

Risolution °C 0,1 0,1 0,1

Heating power W 120 360 420

Internal dimension LxWxH mm 190x150x190 300x300x200 400x250x300

Number racks included n° 2 2 2

Maximum number racks n° 4 5 5

External dimension LxWxH mm 380x240x300 500x390x320 620x360x440

Power V/Hz 230-50/60 230-50/60 230-50/60

Weight Kg 10 15 26,5

Item 720.2070.10 720.2070.12 720.2070.14

Mini incubators
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* External steel structure varnished with epoxy paint
* Internal chamber in stainless steel
* Double door block for a better temperature thermal

insulation.
* Ø45 mm hole placed on the posterior part for fume

discharge, whit regulation device for opening/closing
passage

* Ø10 mm hole placed on the upper part for insertion of
probe or thermometer

* Timer from 0 to 12 hours + infinite
* Security class 3.1

STF-N Series - NATURAL convection

Capacity lt 52 80 120 240 400

Temperature + 5 amb. °C +300 +300 +300 +300 +300

Precision

70°C ±1,5 ±1,5 ±2,0 ±2,5 ±3,0

150°C ±2,5 ±2,5 ±3,0 ±3,5 ±3,5

300°C ±3,0 ±3,0 ±3,5 ±3,5 ±4,0

Resolution °C 0,1 0,1 0,1 0,1 0,1

Heating power W 1200 1400 1600 2600 3400

Internal dimension LxWxH mm 390x350x390 450x400x450 500x470x520 600x500x800 700x580x1000

Number racks included n° 2 2 2 2 2

Maximum number racks n° 6 7 8 12 15

External dimension LxWxH mm 705x570x610 775x610x675 825x680x740 925x710x1030 1025x790x1230

Power V/Hz 230/50-60 230/50-60 230/50-60 230/50-60 230/50-60

Weight Kg 55 60 68 80 100

Item 720.2080.05 720.2080.08 720.2080.12 720.2080.24 720.2080.40

STF-F Series - FORCED convection

Capacity lt 52 80 120 240 400

Temperature + 5 amb. °C +300 +300 +300 +300 +300

Precision

70°C ±1,0 ±1,0 ±1,0 ±1,5 ±1,5

150°C ±1,5 ±1,5 ±1,5 ±2,0 ±2,0

300°C ±2,0 ±2,0 ±2,5 ±2,5 ±3,0

Resolution °C 0,1 0,1 0,1 0,1 0,1

Heating power W 1200 1400 1600 2600 3400

Internal dimension LxWxH mm 390x350x390 450x400x450 500x470x520 600x500x800 700x580x1000

Number racks included n° 2 2 2 2 2

Maximum number racks n° 6 7 8 12 15

External dimension LxWxH mm 705x570x610 775x610x675 825x680x740 925x710x1030 1025x790x1230

Power V/Hz 230/50-60 230/50-60 230/50-60 230/50-60 230/50-60

Weight Kg 55 60 68 80 100

Item 720.2090.05 720.2090.08 720.2090.12 720.2090.24 720.2090.40

Ovens



* 4 working programs, 8 segments

* Optimization of working time

* Graphic realization

* Historical file

* Repeatability

* PC connection to check the process

Software

item 720.3010.00
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Programmable with temperature

ramps and RS 232 connectionOvens

STF-NR Series - NATURAL convection

Capacity lt 52 80 120 240 400

Temperature + 5 amb. °C +300 +300 +300 +300 +300

Precision

70°C ±1,5 ±1,5 ±2,0 ±2,5 ±3,0

150°C ±2,5 ±2,5 ±3,0 ±3,5 ±3,5

300°C ±3,0 ±3,0 ±3,5 ±3,5 ±4,0

Risolution °C 0,1 0,1 0,1 0,1 0,1

Heating power W 1200 1400 1600 2600 3400

Internal dimension LxWxH mm 390x350x390 450x400x450 500x470x520 600x500x800 700x580x1000

Number racks included n° 2 2 2 2 2

Maximum number racks n° 6 7 8 12 15

External dimension LxPxH mm 705x570x610 775x610x675 825x680x740 925x710x1030 1025x790x1230

Power V/Hz 230/50-60 230/50-60 230/50-60 230/50-60 230/50-60

Weight Kg 55 60 68 80 100

Item 720.2080.55 720.2080.58 720.2080.62 720.2080.74 720.2080.80

STF-FR Series - FORCED convection

Capacity lt 52 80 120 240 400

Temperature + 5 amb. °C +300 +300 +300 +300 +300

Precision

70°C ±1,0 ±1,0 ±1,0 ±1,5 ±1,5

150°C ±1,5 ±1,5 ±1,5 ±2,0 ±2,0

300°C ±2,0 ±2,0 ±2,5 ±2,5 ±3,0

Resolution °C 0,1 0,1 0,1 0,1 0,1

Heating power W 1200 1400 1600 2600 3400

Internal dimension LxPxH mm 390x350x390 450x400x450 500x470x520 600x500x800 700x580x1000

Number racks included n° 2 2 2 2 2

Maximum number racks n° 6 7 8 12 15

External dimension LxPxH mm 705x570x610 775x610x675 825x680x740 925x710x1030 1025x790x1230

Power V/Hz 230/50-60 230/50-60 230/50-60 230/50-60 230/50-60

Weight Kg 55 60 68 80 100

Item 720.2090.55 720.2090.58 720.2090.62 720.2090.74 720.2090.80

Software CD 720.3010.00
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* External frame painted with acid resistant epoxy paint
* Internal chamber in stainless steel
* Tempered glass inner door
* Double door lock for better temperature thermal

insulation 
* Chimney of Ø45 mm on the back side for extraction

exhaust fumes; including device for opening/closing
regulation to allow the probe or cable passage

* Hole of  Ø10 mm on the top to allow the passage of
thermometer 

* Microprocessor temperature control
* Timer from 0 to 12 hours + infinite
* Security class 3.1

ICTIncubators

ICT Models
Capacity lt 52 80 120 240

Temperature + 5 amb. °C +80 +80 +80 +80

Precision 37°C ±0,4 ±0,4 ±0,8 ±0,8

Resolution °C 0,1 0,1 0,1 0,1

Heating power W 300 350 400 650

Internal dimension LxPxH mm 390x350x390 450x400x450 500x470x520 600x500x800

Number racks included n° 2 2 2 2

Maximum number racks n° 6 7 8 12

External dimension LxPxH mm 705x570x610 775x610x675 825x680x740 925x710x1030

Power V/Hz 230/50-60 230/50-60 230/50-60 230/50-60

Weight Kg 55 60 68 80

Item 720.2070.16 720.2070.18 720.2070.20 720.2070.22



* 4 working programs, 8 segments

* Optimization of working time

* Graphic realization

* Historical file

* Repeatability

* PC connection to check the process

Software

item 720.3010.00
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Software CD 720.3010.00

ICT-R Models
Capacity lt 52 80 120 240

Temperature + 5 amb. °C +80 +80 +80 +80

Accuracy 37°C ±0,4 ±0,4 ±0,8 ±0,8

Resolution °C 0,1 0,1 0,1 0,1

Heating power W 300 350 400 650

Internal dimension LxPxH mm 390x350x390 450x400x450 500x470x520 600x500x800

Number racks included n° 2 2 2 2

Maximum number of accepted racks n° 6 7 8 12

External dimension LxPxH mm 705x570x610 775x610x675 825x680x740 925x710x1030

Power V/Hz 230/50-60 230/50-60 230/50-60 230/50-60

Weight Kg 55 60 68 80

Item 720.2070.56 720.2070.58 720.2070.60 720.2070.62

Programmable with temperature

ramps and RS 232 connectionIncubators
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10°C below
room temperature
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* External frame painted with acid resistant epoxy paint
* Internal chamber in stainless steel
* Tempered glass inner door
* Double door lock for better temperature thermal

insulation
* Chimney of Ø45 mm on the back side for extraction

exhaust fumes; including device for opening/closing
regulation to allow the probe or cable passage

* Hole of Ø10 mm on the top to allow the passage of
thermometer

* Microprocessor temperature control
* Timer from 0 to 99.59 hours + infinite
* Temperature range: from -10°C below room temperature

to +80°C
* Security class 3.1 

CoolingIncubators

ICT-A Models
Capacity lt 52 80 120

Temperature min. °C Ambient -10 Ambient -10 Ambient -10

Temperature max °C +80 +80 +80

Precision 37°C ±0,4 ±0,4 ±0,4

Resolution °C 0,1 0,1 0,1

Cooling power W 70 70 70

Heating power W 250 300 350

Internal dimension LxPxH mm 390x350x390 450x400x450 500x470x520

Number racks included n° 2 2 2

Maximum number of accepted racks n° 6 7 8

Maximum load for shelf Kg 20 20 20

Maximum load for the instrument Kg 50 75 100

External dimension LxPxH mm 775x570x610 845x610x675 895x680x740

Power V/Hz 230/50-60 230/50-60 230/50-60

Weight Kg 55 60 68

Item 720.2070.24 720.2070.26 720.2070.28

ICT-AR Models
Item 720.2070.64 720.2070.66 720.2070.68

Cooling incubators with ramp and RS 232* connection

Software CD 720.3010.00
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ACCESSORIES FOR OVENS 
AND INCUBATORS

TABLES AND TROLLEYS FOR
OVENS AND INCUBATORS

Perforated shelves in alluminium
Equipment volume lt 5,2 18 28

Item 720.2091.01 720.2091.02 720.2091.03

STF/ICT
Equipment volume lt 52-80 80-120

Dimension LxPxH mm 800x650x850 900x750x800

Item 720.2091.92 720.2091.93

Perforated shelves in stainless steel
Equipment volume lt 52 80 120 240 400

Item 720.2091.55 720.2091.58 720.2091.62 720.2091.74 720.2091.80

Racks shelves chrome plated
Equipment volume lt 52 80 120 240 400

Item 720.2091.05 720.2091.08 720.2091.12 720.2091.24 720.2091.40

Stainless steel disassemble table for ovens and incubators, painted with

acid resistant epoxy paint (supplied disassembled)

STF/ICT
Equipment volume lt 52-80 80-120

Dimension LxPxH mm 800x650x850 900x750x800

Item 720.2091.95 720.2091.96

Anodized aluminium ovens and incubators table, including anodized

aluminium shelves

STF/ICT
Equipment volume lt 240-400

Dimension LxPxH mm 1100x800x500

Item 720.2091.98

Stainless steel trolley for ovens and incubators, painted with acid resistent

epoxy paint with turning wheels of Ø 150 mm and brake

www.falcinstruments.it - falc@falcinstruments.it
Via Monzio Compagnoni, 2 - 24047 Treviglio (Bg) - Italy

Tel. +39 0363 304660 - +39 0363 304930 - Fax +39 0363 304395


